
SCHRAUBÖSEN   -   RINGBOLZEN
RINGSCREWS   -   RINGBOLTS

RINGSCHRAUBEN   -   RINGSCREWS

Edelstahl 1.4301, geschweißt   -   stainless steel AISI 304, welded

Art.-No. L1 LG Ø1 Ø2 S ØG
mm mm mm mm mm mm

PK 60660-10 58,0 38,0 20,5 13,5 5,3 6,0 VP á 10 Stk.
PK 60880-10 80,0 55,0 24,8 15,5 6,5 8,0 VP á 10 Stk.

PK 70660-10 52,0 38,0 20,5 13,5 5,3 6,0 VP á 10 Stk.

STOCKSCHRAUBEN

nach DIN 9082, Edelstahl 1.4301    -   acc. DIN 9082, stainless steel AISI 304

Art.-No. L Ø G Mengeneinheit
mm mm package

PX 506-10 50,0 6,0 M6 VP á 10 Stück
PX 508-10 80,0 8,0 M8 VP á 10 Stück
PX 510-10 100,0 10,0 M10 VP á 10 Stück

SCHRAUBÖSEN   -   RINGSCREWS

Edelstahl 1.4301, VP á 10 Stück  -   stainless steel AISI 305 10pcs. per pack

Art.-No. G La L2 L3 Ø1 Ø Ø2
mm mm mm mm mm mm

ED 5530-10 M5 48 40 31 16 8 4
ED 5550-10 M5 67 57 51 16 8 4
ED 5640-10 M6 62 52 43 20 10 5
ED 5660-10 M6 84 73 63 20 10 5
ED 5850-10 M8 79 66 54 26 12 7

RINGBOLZEN   -   RING BOLTS

Stahl verzinkt   -   galvanized

JN 652-6 1/4" 50,0 40,0
JN 652-8 5/16" 60,0 45,0
JN 652-10 3/8" 75,0 50,0
JN 652-12 1/2" 100,0 55,0

JN 655-6 1/4" 50,0 40,0
JN 655-8 5/16" 60,0 45,0
JN 655-10 3/8" 75,0 50,0
JN 655-12 1/2" 100,0 55,0

Edelstahlbolzen mit Schäkel   -   stainless steel bolt with shackle

PG 8379 3/8" 117 80,0 62,0 21,0
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